POLYTURF
SP

The PolyTurf SP system is a smooth surface that
utilizes revolutionary BEYPUR 500 technology
to provide a non-textured surface that repels the
wear and indentation of spikes.

The PolyTurf SP system can
feature a bio-engineered force
reduction layer or a prefabricated
polyurethane-bound pad
beneath Beynon Sports Surfaces’

The BEYPUR 500
polyurethane wear
layer provides a
seamless spike-
resistant surface
with unparalleled
performance
characteristics.

Specifically formulated
elastomeric resin gives the
surface exceptional ball
rebound and durability.

A spray-applied, water-
based aliphatic coating
provides optimal
performance characteristics
and stain resistance.

Polyurethane
adhesive bonds
pad to substrate.

The shock
pad is pre-

manufactured

using 100%

recycled

rubberand A patented two-

polyurethane

binder. component choke
coat layer seals
the shock pad'’s
pores.

The BEYPUR 500

polyurethane wear layer
provides a seamless spike-

A spray-applied, resistant surface with

water-based

proprietary polyurethane wear GIVE YOUR FACILITY THE aliphatic coating Eaffarftlg]lsg Cr:erformance
layer to increase return of energy SPIKE RESISTANT SPORTS provides optimal 7
and shock absorbency. SURFACE IT DESERVES performance

The BEYPUR 500 polyurethane

wear layer provides a seamless

spike-resistant surface with

unparalleled performance

characteristics. PolyTurf SP’s

resilient wear layers are tough enough to endure
the extreme demands of daily training and
competition - as well as the abuse of tables,
chairs, and rolling loads.

The teaming of superior performance and

rugged durability makes the PolyTurf SP a low-
maintenance, long lasting investment that will go
the distance for your organization.

Water-based color and gameline options are
available upon request
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characteristics and

stain resistance. n

Chemical/
mechanical

bond to the
substrate.
Afull-depth
two-component
elastomeric
urethane enables
the surface to The bio-
endure seasons engineered
of abuse. force reduction
layer is achieved
through seamless
self-leveling
construction.
THE ULTIMATE
SURFACE EXPERIENCE



